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Force and Mo
8. Force and Moment Measurement

Günter Schewe, DLR - Institut für Aeroelastik, Göttingen

Measurement of steady and fluctuating forces
acting on a body in a flow is one of the main
tasks in wind tunnel experiments. In aerody-
namic testing, strain gauge balances will usually
be applied for this task as, particularly in the
past, the main focus was directed on the mea-
surement of steady forces. In many applications,
however, balances based on piezoelectric multi-
component force transducers are a recommended
alternative solution. Contrary to conventional
strain gauge balances, a piezo balance features
high rigidity and low interference between the in-
dividual force components. High rigidity leads to
very high natural frequencies of the balance it-
self, which is a prerequisite for applications in
unsteady aerodynamics, particularly in aeroelas-
ticity. Moreover for measurement of extremely
small fluctuations, the possibility exists to ex-
ploit the full resolution independently from the
preload.

Concerning the measurement of small, steady
forces, the application of piezo balances is re-
stricted due to a drift of the signal at constant
load. However, this problem is not as critical as
generally believed since simple corrections are
possible.

The aim of this chapter is to give an impression
of the possibilities, advantages and limitations
offered by the use of piezoelectric balances. Sev-
eral types of external balances are discussed for
wall-mounted models, which can be suspended
one-sided or twin-sided. Additionally an inter-
nal sting balance is described, which is usually
applied inside the model. Reports are given on se-
lected measurements performed in very different
wind tunnels, ranging from low-speed to tran-
sonic, from short- to continuous running time and
encompassing cryogenic and high pressure prin-
ciples. The latter indicates that special versions of
our piezo balances were applied down to tem-
peratures of −150 ◦C and at pressures of up to
100 bar.

The projects span from a wing/engine combin-
ation in a low-speed wind tunnel to flutter tests
with a swept-wing performed in a transonic wind
tunnel, and include bluff bodies in a high pressure
and cryogenic wind tunnel, as well. These tests
serve as examples for discussing the fundamen-
tal aspects that are essential in developing and
applying piezo balances. The principle differences
between strain gauge balances and piezo balances
will also be discussed.
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596 Part B Measurement of Primary Quantities

Part 8.1 has been removed because it is not relevant in this publication.

8.2 Force and Moment Measurements in Aerodynamics
and Aeroelasticity Using Piezoelectric Transducers

Measurement of steady and fluctuating forces acting
on bodies in a flowing fluid is the main objective in
wind-tunnel experiments. In aerodynamic testing strain
gauge balances will usually be applied for this task as,
particularly in the past, the main focus was directed
on the measurement of steady forces in attached flow,
i. e., time-averaged forces acting on wind-tunnel models
at rest. Moreover, in most cases the elastic compli-
ance of the balance was neglected and the wind-tunnel
models themselves were seen as rigid. With increased
interest in understanding and investigating unsteady
phenomena, caused for example by flow separation or
oscillating models and increased importance of aero-
elastic effects, the need for alternative solutions arose.
In addition increasing size and lightweight construc-
tion principles applied to structures such as aircraft or
bridges are coupled with a corresponding larger influ-
ence of elasticity. Thus wind-tunnel experiments must
also take this into account. The entire force measur-
ing system should be furthermore as rigid as possible,
combined with the ability to resolve the unsteadiness
of the occurring phenomena. Owing to their inherent
stiffness, piezoelectric measuring systems fulfill these
requirements very well, although there are restrictions
concerning long-time measurement of small, steady
forces.

In general, for multicomponent force measurements,
one attempts to design the balance as stiff as possible.

High rigidity leads to low interferences between the in-
dividual force/moment components and to a high natural
frequency of the entire force-measuring system. Thus,
all balances described in the following are based on
three-component piezoelectric force transducers. Usu-
ally wind-tunnel balances are based on an arrangement
of more or less elastic elements by which strain gauges
are applied such that a passive measuring system is
formed. In this case, the force measurement is referred
to as a strain measurement, where the strain is a con-
sequence of a force measured by a sensor – the strain
gauge. A piezo balance, however, works as an active
measuring system, where the force is measured directly
as a consequence of the deformation of the quartz itself.
That means the elastic element and the sensor are identi-
cal – the quartz. Consequently, the necessary measuring
deflections of a strain gauge balance are one to two or-
ders of magnitude larger than in the case of a piezo
balance. This is due to the fact that the relatively low
rigidity is a principal property of strain gauge balances.

Two examples will explain the importance of the
rigidity of a balance. First, not only for static aeroelas-
tic investigations but also in general, the air loads and
the associated deformations of a wind-tunnel model un-
der test are of major interest. Obviously, a relatively
elastic balance at the root of a wind-tunnel model would
change the model deformations significantly, namely de-
pending on flow parameters. In Sect. 8.2.3 an example
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will be presented, where an elastic half-span model of
a swept wing is compared with its rigid equivalent. The
comparison concerns the behavior of the slope of the
force coefficients depending on the Mach number, which
is quite different. Again such measurements postulate
a stiff balance at the root.

The other examples concern measurements of un-
steady forces in general. In this case, the lowest natural
frequency of the force-measuring system should be
much higher than the frequency range of interest, i. e.,
vortex shedding – or buffet frequencies. Keeping in
mind that, in principle, the balance/model system is an
accelerometer comprising the model as a seismic mass
and the more or less stiff sensor as the spring, one can
imagine that the requirement of a very high natural fre-
quency is much easier to meet using transducers, which
are inherently stiff.

In particular, time-series analysis, i. e., the deter-
mination of RMS values, spectra, Strouhal numbers,
correlation functions etc., needs force/moment data that
are nearly free of interference (cross talk) or reso-
nance effects caused by the measuring system itself.
To demonstrate that piezo balances are able to cope with
these challenges, several examples will be presented in
Sect. 8.2.3, involving flow around bluff bodies or wing
models, which were at rest or oscillating.

For investigation of small force fluctuations with
a large steady preload, a fundamental advantage of
piezoelectric measurement systems is that the charge
generated by the steady preload can be short-circuited.
Thus, for the detection of extremely small fluc-
tuations, the possibility exists to exploit the full
resolution of the measuring system independently of
the preload.

On the other hand they have the disadvantage that
only quasistatic measurements are possible, which is
probably the main reason behind the scepticism towards
the piezo measuring technique. The decay of the charge
and fault currents in the charge amplifier cause a zero-
point drift. However this is only essential when meas-
uring small forces over long time periods. Nevertheless,
the problem is not as critical as generally believed, since
the drift is nearly linearly in time. This problem has been
investigated and is discussed in detail.

An early application of piezoelectric force trans-
ducers in a large wind tunnel was performed by
Bridel [8.15]. The mechanical design of his half model
balance for the low-speed wind tunnel at Eidgenössis-
che Technische Hochschule (ETH) Zürich was similar to
a corresponding strain gauge balance, but he replaced the
force-measuring elements by one-component piezoelec-

����

����	��


����	�	���

Fig. 8.57 Typical arrangement for force measurement on
wall-mounted models using an external platform balance.
The model is a fin including a rudder, attached to a massive
plate, which is fixed to the balance

tric transducers. The first balance applied by the author
was for measurements of steady and unsteady forces on
two-dimensional bluff bodies in the high-pressure wind
tunnel in Göttingen, which was based on multicompo-
nent force transducers and is described in [8.16–18].
Cook [8.19] reported unsteady measurements in building
aerodynamics using a piezoelectric platform balance.

In the last 25 years, piezo balances have been ap-
plied in many projects performed in close cooperation
with colleagues from research and industry, i. e., the Of-
fice National d’Etudes et de Recherches Aérospatiales
(ONERA), European Aeronautic Defence and Space
(EADS), Airbus etc. [8.20, 21]. The largest wind tun-
nel where piezo balances were applied several times for
half model testing was the French transonic wind tunnel,
S2, in Modane.

The objective of this section is to give an impression
of the possibilities, advantages and limitations offered
by the use of piezoelectric balances. Several types of ex-
ternal balances are discussed for wall-mounted models,
which can be suspended one-sided or twin-sided.

Figure 8.57 should give an impression of a typical
test setup for an external balance measurement at the
wall of a wind tunnel. A model, a half wing (here a fin),
a car or a building is then attached to a measuring plat-
form such that the cutting forces and moments between
the root of the model and a reference base of the wind
tunnel can be measured.

Additionally an internal balance is described, which
is usually located inside the model under test and was
developed by Psolla-Bress et al. [8.22].

Reports are given on selected measurements per-
formed in very different wind tunnels ranging from
low-speed to transonic flow, from cryogenic to high-
pressure principles and from short time to continuous
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running. The projects span a wing/engine combination
in a low-speed wind tunnel via flutter tests with a swept
wing performed in a transonic wind tunnel to bluff
bodies in a high-pressure and cryogenic wind tunnel,
respectively. These tests serve as examples for the dis-
cussion of the fundamental aspects that are essential in
developing and applying piezo balances. The principle
differences between strain gauge and piezo balances will
be discussed.

8.2.1 Basic Aspects of the Piezoelectric
Force-Measuring Technique

The piezoelectric effect can be shortly explained as
follows. If a crystal without a center of symmetry is
composed of ions, then a mechanical deformation of the
crystal results in an electric charge on its surface and
vice versa (the inverse piezoelectric effect). The rea-
son is that the individual negative grid points (ions) and
the positive ones are shifted against each other, result-
ing in a polarization of the entire crystal (Fig. 8.58).
This behavior is typically of quartz (SiO2) or special
ceramics, materials that are usually used for the de-
sign of transducers. For high-accuracy measurements,
quartz is preferred because it is superior compared
to ceramics in terms of long-term stability, linearity,
temperature behavior and lack of hysteresis and pyro-
electric effects. Depending on how the crystal is cut
in reference to its crystallographic axis, distinguishing
for example, between a longitudinal and shear effect,
it will exhibit different piezoelectric coefficients and
consequently different sensitivities. Depending on the
measurement problem, one effect may be more appro-
priate then the other, which will become obvious in the
description of multicomponent transducers.

����	��� ��	���
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Fig. 8.58 Simplified sketch of a crystal to illustrate the
shift of the negative and positive charges against each other
due to mechanical deformation (the piezoelectric effect)
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Fig. 8.59 Design of a three-component force transducer
(after Kistler). In detail, for every component there is a pair
of quartz plates, which are arranged in such a way that the
sensitivity is doubled [8.23]

Force Transducer
Typical piezoelectric force transducers have the form of
a washer, in which a quartz ring is mounted between
two steel plates in the transducer case. If the quartz
exhibits the longitudinal piezoelectric effect, then we
have a one-component force transducer for axial di-
rection. In the following balance applications we will
use three-component transducers; in this case a washer
consists of three stacked quartz rings, mechanically op-
erating in series under prestress (Fig. 8.59). Two rings
are shear sensitive and are aligned to the measure-
ments of both orthogonal components of a shear force
in an arbitrary direction. The third ring is pressure
sensitive and measures the compression force on the
transducer. As mentioned the quartz packets are pre-
stressed and protected by the rust-proof, tightly welded
transducer case. Typical technical data of such trans-
ducers, which were applied with the herein described
balances, are listed below (Kistler type 9067(9252)).
The size is about 56 mm (24 mm) squared. The val-
ues in the brackets belong to the smaller transducer
(9252).

Shear forces: Fx , Fy: ±20 kN (2.5)
Axial force*: Fz: ±20 kN (5)
Rigidity: Cx , Cy: 3500 N/μm (300)

Cz: 8000 N/μm (1000)
Sensitivity: Ex , Ey: 8 pC/N (shear effect)

Ez: −4 pC/N (longitudinal effect)
*standard prestress = 160 kN (25)
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Fig. 8.60 Assembly of a three-component force transducer
(after [8.24]). The mechanical rigidity of the prestressing
bolt (force shunt) is small (10%) compared with the rigidity
of the transducer

The possible range for the axial force Fz depends
on the prestress with which the transducer is assem-
bled, a point which will be discussed in the next chapter.
The sensitivity is a property of the quartz itself and not
of the transducer design, and thus is nearly indepen-
dent of the size of the transducer and the orientation
of the quartz disks when considering shear effects. The
criterion for the selection of the transducer is the avail-
able space, the required range, the desired rigidity and
weight.

Special versions of the force transducers were man-
ufactured by Kistler for applications down to cryogenic
temperatures (T = −150◦) or pressures up to 100 bar,
described in Sects. 8.2.2, 2.3. It should be noted that
such force transducers were applied both in water and
down to helium temperatures (4 K).

Integration and Arrangement
for Multicomponent Force
and Moment Measurements

Figure 8.60 shows the typical assembly of such an indi-
vidual load washer. The force transducer is prestressed
by an elastic bolt between a base plate and a top plate so
that the shear forces can be transmitted by friction. As
mentioned, the prestress can have values up to 160 kN,
which is required in order that shear forces up to ±10%
of the prestress can be transmitted by friction. In order
to measure all six components of a force and a moment,
a spatial arrangement of at least three multicomponent
force transducers is necessary. Experience showed that
a platform with four transducers are superior because of
its higher stiffness. Figure 8.61 illustrates the principal
scheme, which is the same in most platform balances.

 

��

�	!�"
#

$


�
��

��

��

�


�

�




Fig. 8.61 Scheme of a multicomponent platform balance
based on four three-component force transducers

The lowest eigenfrequency of such a platform is usually
given by the bending of the top plate or the base plate.

It is obvious that, for applications in wind tunnels,
such a platform can be installed out of the flow behind
the wind tunnel wall, as shown in Fig. 8.57.

In Fig. 8.62 we see a platform balance in more
detail, attached to a wing/engine combination. This ex-
ample shall serve as a paradigm to explain the essential
points concerning the design and construction of exter-
nal piezoelectric balances, typically mounted outside the
wind-tunnel walls on a turntable or solid base. The bal-

Fig. 8.62 Half-span model including ejector engine, equipped with
two piezo balances: one at the root of the wing and the second
integrated in the engine
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600 Part B Measurement of Primary Quantities

ance integrated in the engine, also shown in Fig. 8.61, is
described in Schewe [8.25] and Triebstein et al. [8.26].
In this case as well four multicomponent transducers are
sandwiched between the pylon and the core element of
the engine model.

Observing the platform balance at the root of the
wing, it is obvious that it corresponds with the scheme
of four multicomponent transducers (Fig. 8.62) that are
prestressed by elastic bolts between two solid plates.
When designing and applying piezoelectric force mea-
suring platforms it is important to consider the force
transmission in the balance. This is the junction be-
tween the balance and the model, and the attachment of
the balance at a device of the wind tunnel (a turntable,
for example). When designing the test setup and the bal-

%��������&�������	�	���
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Fig. 8.63 Opened test section of the transonic wind tunnel.
The rear sting support of a delta wing model is visible. The
internal piezo balance is mounted inside the model [8.22]

Fig. 8.64 Internal six-component piezo balance developed in coop-
eration by DLR and Kistler (after [8.22])

ance, one must consider deformations of the solid plates
within the balance. Keeping in mind that the measuring
deformations are only of the order of microns, one can
imagine that even the smallest deformations can produce
interference effects between the individual components.
Concerning the unavoidable deformations, the balance
should be designed in such a way that the deforma-
tions that occur are antisymmetric. Such deformations
of opposite sign can compensate for each other since the
resultant force or moment components are composed
(i. e., are the sum) of several (individual) signals. In
other words, deformations that fulfill certain symmetry
conditions can be seen as internal forces of the balance,
which are not present in the resultant values, i. e., com-
posed signals. Thus, in order to achieve a high degree
of symmetry, the arrangement of the four load wash-
ers should be quadratic, if possible. Further, the base
plate of the balance is not directly attached to the more
or less plane surface of the test setup. A special flange
between the two provides decoupling between the de-
formations caused by the attachment and the base plate
of the balance. On the other side, the wing is screwed to
the balance in such a way that the attachment screws are
arranged symmetrically and as close as possible to the
prestressing bolts of the balance.

In general, a multicomponent piezo balance must be
as accurately designed and constructed as high-fidelity
optic equipment.

This type of balance has been applied in several
variations, mainly differentiated by size. A special ap-
plication is described later in Sect. 8.2.3, where two such
balances, attached at each end of a two-dimensional
(2D) airfoil model in a bilateral suspension, were used.
In this case, both balances could be connected in
parallel, such that they acted electrically as one bal-
ance.

A further special version of this type of platform
balance was designed for application in cryogenic con-
ditions. This balance, called a cryo-balance in the
following is also based on four modified transducers
(type 9252) as described in Sect. 8.2.2. The parts of
the balance are made of special steel for cryogenic
applications called austenitic chrome nickel steel.

If three-dimensional bodies are to be investigated,
for example complete models of aircrafts or delta wings,
then a rear sting support for the model is necessary,
usually attached at a turning device to vary the angle of
attack (Fig. 8.63). In this case, the force measurement is
performed by a balance located at the end of the sting
and inside the model. This type of balance, called an
internal balance, usually has the form of a long circular
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pipe segment and is difficult to design due to the small
available space.

Psolla-Bress et al. [8.22] developed in cooperation
with Kistler such a six-component sting balance also
based on four piezoelectric force transducers manu-
factured by Kistler (type 9017B). These load washers
have a circular case with a diameter of 16 mm. The
schematic illustration of the balance in Fig. 8.64 shows
that the arrangement of the transducers and the princi-
ple of operation corresponds to the platform balances
described below. The outer annulus of the circular bal-
ance at which the model is fixed corresponds to the
force conducting top plate and the counterpart acts as
the base plate, which is attached at the support of the
test section.

Details can be found in [8.22].

Comparison Between Piezoelectric
and Strain Gauge Balance
for a High-Pressure Wind Tunnel

Given the force measurements in the previously men-
tioned high-pressure wind tunnel, we have a good
opportunity to compare both principles, since there are
two external balances for performing three-component
measurements on two-dimensional airfoils or bluff bod-
ies.

The principal difference between the active piezo-
electric measuring system and the passive strain gauge
system was already discussed in the introduction.

Figures 8.65 and 8.66 further illustrate the fun-
damental differences between these two measurement
systems. Figure 8.65 depicts the principle of a strain
gauge balance for three-component measurements on
a two-dimensional airfoil model. The model is fixed
at both ends by a force conducting plate supported by
three elastic ring elements. The ring elements, on which

���*����
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Fig. 8.65 Simplified sketch of a strain gauge balance for
airfoil measurements. The strain gauges are fixed onto the
individual rings (sketch by K.E. Möller)
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Fig. 8.66 Schematic drawing of the piezo balance for
a high-pressure wind tunnel; (A) wall of the test section,
(B) three-component load washer (Kistler 9067), (C) force-
conduction top plate, the four load washers are prestressed
by elastic bolts between A and C such that the shear forces
can be transmitted by friction

the strain gauge sensors are applied, represent the force
transducers. When considering the drag direction (x), it
is obvious that a sufficient measuring deflection in the
ring element for drag also requires a corresponding flex-
ibility of the lift measuring elements in the x-direction
and vice versa. In other words, the necessary measuring
deflections for every component require a mechanical
decoupling of the components that are perpendicular
to the desired one. This requirement consequently re-
duces the desired rigidity of the entire system. In reality,
the setup is highly sophisticated using six high-end force
transducers manufactured by Hottinger, but the mechan-
ical decoupling remains necessary in any case. This
balance is described by Schaake [8.27].

For comparison we consider the piezo balance in
Fig. 8.66 which was the first balance developed, and
has been applied by Schewe [8.16] since 1980. At first
glance, there are no elastic elements, but two rather stiff
multicomponent load washers (B) at each side. With
the help of elastic bolts and the two common top plates
(C), two pairs of load washers are pressed to each ver-
tical wall (A) of the test section. A modification of the
force transducer for use up to 100 bar will be described
in Sect. 8.2.3. The circular ends of the freely suspended
model are passed through the wind-tunnel walls (A) and
the ends are clamped in the holes of the force conduct-
ing top plate by a ring locking assembly. This detail
is noteworthy as it provides rotational symmetry of the
strain distribution in the force conducting top plate. The
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test section is the basis for the force measurements as
the force is introduced over both force conducting top
plates (C). This means that the force components, drag
(Fx) and lift (Fz), which act as shear forces on the load
washers, are transmitted by friction.

It is obvious that mechanical decoupling is not nec-
essary since each of the four load washers is able to
measure three components, where here the axial com-
ponent is not relevant. The possibility to forego the
mechanical decoupling further enhances the rigidity of
the balance, leading to the favorable property that, apply-
ing for example a circular cylinder, the natural frequency
is determined by the rather high bending frequency of the
model. In the case of the strain gauge balance, the elas-
tic elements act as springs; consequently the balance in
combination with the model and attachment mass deter-
mine the natural frequency, which is typically rather low.

An important difference between both principles
concerns the ability to measure force components of very
different magnitude simultaneously. For example, this
may be the case when investigating airfoils in attached
flow, where the lift is roughly two orders of magnitude
larger than the drag force. For this reason the drag force
elements of strain gauge balances are typically more sen-
sitive than the lift force elements. In other words, there
is the possibility to adapt the individual force ranges by
varying the corresponding sensitivities, whereas in the
case of multicomponent piezoelectric transducers this
possibility does not exist, as the sensitivities in one el-
ement are fixed. This small disadvantage can be partly
balanced by selecting a range of higher sensitivity in the
charge amplifier.

Processing of Signals
Referring to the platform balance (Fig. 8.61) and the
balance for the high-pressure wind tunnel it is obvious
that the four load washers deliver 12 signals. The proper
combination of these signals allows, in principle, all six
components of the resultant force and moment to be
determined with respect to the geometric center of the
four transducers.

Considering first the simpler, two-dimensional case
of measurements in the high-pressure wind tunnel,
where only a three-component measurement of drag,
lift and pitch moment is required. In this case, only
shear forces on the load washers are relevant. Since the
sensitivity of all elements to the shear forces is equal,
related components can be wired electrically parallel
and routed to a charge amplifier. Parallel wiring of the
four components in the lift direction yields the resultant
lift, while the pitch moment is obtained from the differ-

ence between the two lower drag components and the
two upper drag components. Total drag corresponds to
the sum of the lower and the upper drag force. Finally
three electric signals are produced for a three-component
measurement.

Considering a three-dimensional problem, for ex-
ample a half model attached to a platform balance or an
internal sting balance, in which all six components of the
resultant force and moment are desired. In this case the
number of charge output signals is reduced to eight,
when the corresponding individual components with
a common line of action have been paralleled directly.

The charge amplifier converts electrical charge into
a proportional electric voltage. It is, in principle, an
inverting direct-current (DC) amplifier and integrates
the input current i = dQ/dt, which is created by the
changes of charge at the quartz sensor. This is made
possible by an amplifier with capacitive feedback, which
has the highest possible internal gain and insulation re-
sistance at the input [8.23]. In particular for quasistatic
measurements, a high resistance R at the input is a pre-
requisite for low drift effects. Thus, all cables and plugs
between the transducer and the charge amplifier must
have an insulation resistance of higher than R ≈ 1013 Ω.
This value is more than three orders of magnitude higher
than that of ordinary bayonet Neill–Concelman (BNC)
cables.

For quasi-steady measurements, the outputs of the
three or eight charge amplifiers (for example, Kistler
5007) are evaluated by a personal computer equipped
with an analogue/digital (A/D) conversion system. Apart
from the calculation of the resultant forces and mo-
ment, a simple drift correction procedure, which will
be discussed in Sect. 8.2.2, is used.

8.2.2 Typical Properties

Calibration Tests (Interference Effects)
As an example of calibration behavior and interference
effects, we use the external balance of the high-pressure
wind tunnel, which is referred to as a HDG balance in the
following. In the quasistatic mode of the charge ampli-
fiers the static calibration of the balance was performed
with weights for the drag force Fx , lift force Fz and pitch
moment My. Figure 8.67 shows an example of a calibra-
tion curve for the lift Fz , including interference on the
drag Fx .

The charge Qz [nC] is plotted against the calibra-
tion weight, which was applied in the direction of the Fz
component. The weight was varied over two orders of
magnitude and it is evident that the linearity of Qz(Fz) is
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Fig. 8.67 Example of a calibration curve for the lift force
Fz and the interference from the z- to the x-component.
Qx (Fz) is enlarged by a factor of 10. The interference
Qx (Fz) is approximately linear (dQx/dQz = 1%)

quite good. The scale of the right-hand ordinate, indicat-
ing interference on the x-component Qx(Fz), is enlarged
by a factor of 10. Nevertheless, we see that the interfer-
ence effects on the x-component are small and nearly
linear. A quantitative measurement of the interference
is the ratio of the two slopes (i. e., the sensitivities for
both components) Qz(Fz) and Qx(Fz), which amounts
to dQx/dQz = 1%. All calibration results for a multi-
component force-measuring device can be collected in
the calibration matrix Eij , which gives a summary of the
static properties of the system. The following relation
holds:

Qi = Eij Fj Eij = ∂Qi

∂Fj

with i, j = 1, 2, 3 for a three-component calibration.
Qi are the measured charges and Fj are the desired
components of the force or pitch moment. The matrix
elements Eij = dQi/dFj are the sensitivities, deter-
mined by calibration using weights for the individual
components.

In Fig. 8.67, for example, we determined E22 =
dQz/dFz = 8.117 pC/N and E12 = dQx/dFz =
0.085 pC/N. With a circular cylinder as a test model,
we obtained the following calibration matrix:

⎛
⎜⎝

Qx

Qz

Qm

⎞
⎟⎠ =

⎛
⎜⎝

8.127 0.085 −0.065

0.025 8.117 0.071

−0.036 0.066 8.187

⎞
⎟⎠

⎛
⎜⎝

Fx

Fz

M′
y

⎞
⎟⎠

(8.41)

The matrix elements of the last column (Ei3),
belonging to the calibration of pitch moment, are
normalized with the length l = 0.2 m (M′

y = My/l).
Thus, all matrix elements have the same dimension
pC/N. The length l corresponds to the lever arm
used in the calibration of the pitch moment. Under
ideal conditions, all elements Eij , i �= j that repre-
sent the interferences must be zero, while the diagonal
elements (i = j) represent the sensitivities for the indi-
vidual components E11 = dQx/dFx , E22 = dQz/dFz
and E33 = dQm/dM′

y.
Nevertheless, it is evident that interference elements

with i �= j are at least two orders of magnitude smaller
than the diagonal elements. Furthermore, the sensitiv-
ities (i. e., the slopes) for both force components Fx
and Fz are identical within the accuracy possible in the
drawings (E11/E22 = 1.0012).

Dynamic Behavior and Resolution
The dynamic behavior can also be demonstrated by
means of the high-pressure wind tunnel balance for
the following reasons: first, it can be shown that, de-
spite the extensive arrangement of the transducers, there
are no eigenfrequencies below the rather high natural
bending frequency of a circular cylinder model; second,
we have the possibility to compare with a strain gauge
balance.

The eigenfrequencies were obtained by the Fourier
transform (Fig. 8.68) of the impulse response from the
balance signals Fx (t) and Fz(t). Because of the high
rigidity of the quartz elements themselves, the lowest
eigenfrequency is determined by the bending of the

5/

/

�062

� 0 2�0��2

#/

 /// /  //

$5/6

"/

 /

$/

4/

Fig. 8.68 Transfer function for the x-component obtained
by Fourier transform of the impulse response, taken using
the circular cylinder in the external balance of the HDG
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model that connects the two parts of the balance. In this
special case of the circular cylinder, the lowest eigen-
frequency is f = 460 Hz for the x-component. Due to
the different clamp conditions, the eigenfrequency is
higher for the z-component with a value of f = 535 Hz.
Finally, Fig. 8.68 shows that there are no significant res-
onance frequencies lower than f = 460 Hz. This value
is high enough, considering that in our case typical
vortex shedding frequencies of bluff bodies are lower
than 200 Hz.

Schaake [8.27] applied in the high-pressure wind
tunnel the external strain gauge balance for investigat-
ing two-dimensional bluff bodies and found resonance
effects around 100 Hz caused by the balance itself. The
resonance amplitudes were so high that the balance had
to be blocked at high Reynolds numbers, which are
coupled with high loads.

Here the undesired situation that the resonances of
the force measuring system lie in the frequency range of
interest occurs, in this case in the frequency regime of
the vortex shedding caused by the bluff bodies.

The next example concerns the cryo-balance, which
was mounted at the calibration setup. In addition a large
body with rectangular cross-section, a simplified model
of a building, was attached to the balance with a min-
imum bending frequency of 16.4 Hz. The low bending
frequency was achieved by a compliant junction between
the balance and the model.

/
7"4

��(��0�2

�
�012
 /

7"/

74

/

4

"/

"4

$ 34 # #34

�
�!�7/3/#8 �
�!�7/3/4"

Fig. 8.69 Zoom of the time history for a situation where
a weight of 1 g was dropped on the model, which was
attached at the balance (height 0.02 m). The excitation of
the natural frequency is obvious. Also the jump in the mean
values of Fx before and after the impact is measured
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Fig. 8.70 Demonstration of the high resolution of the piezo
balance in its range of highest sensitivity. A 1 g weight was
hung from the balance, and the significant jump was caused
by unloading the weight

A very simple experiment shall demonstrate the
static and dynamic behavior using a small weight.

In Fig. 8.69, we see a zoom of the time history Fx(t)
for a situation where a 1 g metal weight was dropped on
the model; the height of fall was approximately 0.02 m.
After a high-frequency response due to the impact of
the weight, the excitation of the natural frequency of the
cylinder is obvious. Additionally the rather small change
in the mean value could be resolved. For the calculation
of the mean values of Fx before and after the impact, the
entire measuring time of 10 s was used.

In order to demonstrate the limit of resolution at
optimal conditions, the 1 g (≈ 10 mN) weight was hung
from the balance without a model, and a jump was then
caused by unloading the weight. Figure 8.70 shows the
corresponding jump in the time function of the balance
signal Fx , demonstrating that the resolution is even better
than 0.01 N. The peak-to-peak value of the noise of the
entire system is roughly 3–4 mN. For this measurement
the range of the charge amplifier was switched to highest
sensitivity. Finally it should be noted again that these
experiments can be performed independent of the static
preload and that the results are also typical of balances
based on the larger force transducer (type 9067), as the
sensitivities are equal.

In order to provide an example illustrating the at-
tainable measuring range, we consider the HDG balance
or a platform balance, which are based on four of the
larger transducers (9067). The typical maximum load

P
a
rt
B

8
.2



Force and Moment Measurement 8.2 Force and Moment Measurements in Aerodynamics and Aeroelasticity 605

for each component is at least Fi ≈ 10 kN. Thus, the
measuring range extends over six orders of magnitude,
since the threshold for dynamic measurements is as low
as 0.01 N. Experience shows, as does the later result
in Fig. 8.71, that quasistatic measurements are possible
down to below F ≈ 1 N. Consequently, in quasistatic
mode a measuring range of four orders of magnitude is
attainable.

Reproducibility
In order to get a measure for the reproducibility, a cali-
bration cycle was repeated 10 times over a time period
of a few hours under normal laboratory conditions.
For this test, a platform balance for half-span models,
based on the larger transducer (type 9067), was used.
One calibration cycle was performed with calibration
weights of 5, 10, 20, 35 and 50 kg, lasting roughly
15 min. Table 8.5 shows the results of the measure-
ments. The second column displays the sensitivity of
the x-component Ex in [pC/N], determined from the
slope of the calibration curves. The third column sin-
gles out one measuring point of the calibration cycle,
the voltage Ux corresponding to a load of 50 kg.

Calculating the mean and the standard deviation we
find for the sensitivity of the x-component:

Ex = (7.8634±0.0005) pC/N . (8.42)

The ratio between the difference of the peak values
and the full-scale range can be seen as a measure of the
reproducibility. These values can be derived from the
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Fig. 8.71 Measurement of a relatively small drag force X
on a building model, taken in the boundary layer wind
tunnel of the University of Florence using the cryo-balance
(u = const = 4.3 m/s. Wind off at t = 0 and t > 7 m). Xu:
uncorrected values, i. e., without drift correction

Table 8.5 Results of 10 calibration cycles repeated under
normal laboratory conditions

Cycle No Ex (pC/N) Ux (V/50 kg)

1. 7.8637 1.9287

2. 7.8638 1.9287

3. 7.8625 1.9283 min.

4. 7.8634 1.9285

5. 7.8630 1.9285

6. 7.8633 1.9284

7. 7.8632 1.9285

8. 7.8631 1.9285

9. 7.8644 1.9288 max.

10. 7.8636 1.9285

Mean 7.8634 1.9285

Stand. dev. 0.0005 0.0002

second column: largest deviation U ′ = Uxmax −Uxmin =
0.5 mV, full-scale range (x12 + x34) each 10 V ⇒ UFS =
20 V.

Thus the reproducibility has a value of:

U ′

UFS
= 0.025%o . (8.43)

These results are also, at least, representative of other
external balances and demonstrate that it is possible to
attain good accuracy if one is able to hold the ambient
conditions constant.

Behavior Under Cryogenic Conditions
As mentioned in the introduction, a piezoelectric balance
was built for the cryogenic Ludwieg tube in Göttingen
(KRG) in such a way that the balance itself is totally in
the cryogenic environment. This fact is not self-evident
as such a balance has to withstand a large amount of
thermal stresses when the temperature is changed over
the entire range of the cryogenic facility.

One motivation for this activity was to clarify the
question of to what extent force measurements could
be made with piezoelectric transducers under cryogenic
conditions.

At our request, a special version of transducer
type 9252 was manufactured by Kistler for applications
at cryogenic temperatures. The modification concerns
the insulators in the plugs, by default made from silicone,
which were replaced by ceramic ones such that applica-
tion down to cryogenic temperatures (T = −150◦) and
pressures up to 10 bar was more feasible. The modifi-
cation mainly ensures that no humidity diffuses into the
transducer case during the unavoidable large tempera-
ture changes.
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Fig. 8.72 Determination of the sensitivity of the shear com-
ponents Fx and Fy of the cryo-balance depending on
temperature

Before application in the wind tunnel, the bal-
ance with the modified multicomponent transducers
(Sect. 8.2.1) was tested and calibrated in a cryostat down
to a temperature of T = −160◦. The low temperature
was produced by injection of vaporized nitrogen. For
the connection between the force transducer in the cryo-
stat and the charge amplifier outside, the usual cables
for piezoelectric sensors could be used.

In the pre-tests we found no significant deviation in
the behavior of the balance concerning drift or electrical
noise of the signals compared with normal conditions.

The calibration was conducted using weights, which
were appended outside of the cryostat via cables. Con-
cerning the axial component Fz , it was found that the
cool-down from 24◦ to −169◦ led to a contraction of
the prestressing bolts, resulting in a 1.5 kN increase of
the prestressing force, which is one order of magni-
tude smaller than the standard prestress. This effect was
caused by the different thermal expansion coefficients
of the transducer and the prestressing bolt.

Both shear components Fx and Fy showed good
linearity compared to that at normal conditions, and
the slopes, i. e., the sensitivities, as a function of tem-
perature are displayed in Fig. 8.72. It is obvious that
the sensitivity changes slightly with temperature. This
sensitivity shift is caused by the fact that the correspond-
ing piezoelectric coefficient (d11), which is responsible
for the shear effect, increases slightly with decreasing
temperature [8.23].

In this context, it should be mentioned that, at nor-
mal conditions, arrangements of force transducer are
also sensitive to temperature changes during a measure-
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Fig. 8.73 Demonstration of the drift behavior in the range
of highest sensitivity of the entire force measuring system
under ideal environmental conditions

ment cycle. This problem concerns, in particular, the
direction of the prestressing bolts. Thus, in any case the
balances must be protected against changes in thermal
distribution, at least while running a measurement.

Measuring Time for Quasistatic Measurements
As mentioned, the piezoelectric measuring system is an
active one and generates an electrical quantity. Herein
lies a fundamental disadvantage, namely that only qua-
sistatic measurements are possible. A time constant
T = RgCg, characteristic of the exponential decline of
the charge signal, results from the entire input capac-
ity Cg and the finite insulation resistance Rg, posed by
the transducer, cord, plugs and amplifier input etc. Fur-
ther fault currents in the charge amplifier, which are
fortunately independent of the load, cause the zero point
to drift. Thus the combined error is smaller for larger
charges on the quartz, meaning that the effective mea-
suring time increases as the loading and the sensitivity
increase. Fortunately, the drift is dominated by the fault
currents in the input devices of the charge amplifier,
which are nearly constant, leading to a linear drift de-
pending on time at the output. The sign of the drift can be
positive or negative. A simple linear correction for every
test point in time can be computed as follows. For each
measurement, the raw data, integrated over time, and the
corresponding time are stored. Knowing the zero point
before the measurement (flow speed U = 0) and after
the measurement (where the flow speed is zero again),
a correction can be computed by linear interpolation.

In order to give an impression of the drift behav-
ior under extreme conditions, the time function of the
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three components of the cryo-balance were recorded,
while the balance was attached to the calibration setup,
i. e., without load and under good environmental lab-
oratory conditions. In addition, the cables and plugs
were verified as having an overall resistance of at least
R ≈ 1013 Ω. In another (unfavorable) condition, the
system was switched in the range of highest sensitiv-
ity, where the drift effect was maximal. Figure 8.73
shows, firstly, that the drift was rather linear for all
three components, and secondly, that at least under good
environmental conditions the drift effects are not as ex-
tensive as generally believed. In other words, the results
show the probable lower reachable limit when compo-
nents such as plugs and cables are selected and the test
conditions are nearly optimal.

In order to provide an impression of the drift er-
ror at small loads, an example is presented in Fig. 8.71,
taken in the boundary-layer wind tunnel of the Uni-
versity of Florence. A simplified building model was
mounted on the cryo-balance as shown in the sketch in
Fig. 8.57. This figure shows a measurement of a rela-
tively small drag force of X = 3.1 N at a low flow speed
u = const = 4.3 m/s over time t. The airflow was started
at t = 0 min and switched off for t > 7 min. The index
u (Xu) denotes values without drift correction. Look-
ing at the square symbols (uncorrected) at t = 0 min, we
see a small deviation in the negative direction, caused
by switching to the operate mode. At the end of the
measurement run at t = 8.5 min, there is also a small
deviation but in the positive direction. The small differ-
ence in the outputs between the start and end is caused
by a drift in the positive direction. After correction, the
corresponding points (◦) lie on the zero line.

Although the wind-tunnel speed is not exactly con-
stant, we can state that the effect of the drift of the zero
point is not as extensive as generally believed.

8.2.3 Examples of Application

Bluff Bodies in a High-Pressure Wind Tunnel
The flow around a circular cylinder is a classic problem
of fluid dynamics, which exhibits strong Reynolds-
number effects, mirrored in drastic variation of the
drag coefficient and Strouhal number. A second clas-
sic bluff-body case is the sharp-edged square-section
cylinder, which has a high drag coefficient that is nearly
independent of the Reynolds number.

Thus, both sections were selected as examples
concerning force measurements performed in the high-
pressure wind tunnel (HDG). The flow speed ranged
from 2 m/s to 38 m/s; the pressure could be increased

up to 100 bar and the test section measures 0.6 × 0.6 m2.
Since even steady loads in this low-speed wind tunnel
can vary over four orders of magnitude merely by chang-
ing the flow parameters, the results give an impression
of the large dynamic range of a piezo balance. Indeed,
this property of the wind tunnel and the deduced require-
ment of a large dynamic range motivated the author to
design and built his first piezo balance [8.16].

The principle setup of the balance was de-
scribed in Sect. 8.2.1 (Fig. 8.66). We selected the larger
three-component force-measuring elements (Kistler,
type 9067), because of their large load range. A spe-
cial difficulty when measuring in the high-pressure wind
tunnel is the fact that the model, the sensors and the bal-
ance are located in the high-pressure section, while it
is desirable to have the electronic equipment outside at
atmospheric pressure. Since one of the primary prereq-
uisites for quasistatic measurements is that an insulation
resistance of R ≈ 1013 Ω is reached for all connections
between the force element and charge amplifier, a special
solution was necessary for the crossover from the high-
to the atmospheric-pressure sections. Because this re-
quirement is difficult to satisfy with hermetic connectors,
the necessary cables were inserted into flexible pressure-
resistant hoses, which were pressure-seal connected at
the transducer and then laid through the wind tunnel

"/$
/

'�;��������(����'�

�+
 34

/34

"

"34

 

"/="/4 "/5

-�����	���;������

�>�	����;������

"
 
5
"4
#/
$4
4"


����������0�	�2

Fig. 8.74 Measurement of drag coefficients of a circular
and a square cylinder in a high-pressure wind tunnel. Due
to the large dynamic range of the balance the individual Re
number ranges could be overlapped by merely changing the
flow parameters
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Fig. 8.75 Power spectra of the lift and drag fluctuations on a square
cylinder at an angle of incidence of α = 10◦. Even the very low
intense sub- and superharmonics can be resolved. The distance of
the peak height is up to 50 dB

wall and connected to the charge amplifier outside of
the high-pressure section. In this way, atmospheric pres-
sure was maintained within the element, as well as in the
corrugated hoses, so that an increase of static pressure in
the wind tunnel acts as a preload on the element. Since
the zero point in the sensor/charge-amplifier system can
be chosen arbitrarily by short-circuiting the charge, the
preload in the axial direction has no significant influence
on the accuracy of the measurement.

This modification of the force transducer for applica-
tion at high pressure up to 100 bar was also manufactured
by Kistler.

Such modified transducers were also applied in sev-
eral water tanks in Hamburg to measure the forces on
ship models and marine structures [HSVA Jochmann].
A detailed description of the balance and many results
concerning flow around more or less bluff bodies can be
found in [8.17, 18, 28–30].

As an example of a quasisteady measurement,
Fig. 8.74 shows drag coefficients of a circular cylinder
and a square cylinder as a function of the Reynolds
number. The flow speed was increased to 40 m/s and
the pressure up to 51 bar. In the case of the circular
cylinder, the smallest drag force was 0.8 N at the low-
est Reynolds number. The largest drag force was about
2000 N for the square cylinder at Re ≈ 5 × 106. Since
only about 20% of the range of the balance was used,
it was demonstrated that, in principal, steady measure-
ment over four orders of magnitude was possible. As
for fluctuating forces, the dynamic range is extended to

six orders of magnitude because the resolution is about
0.01 N.

Figure 8.75 depicts a typical dynamic measurement,
which is representative of the ability to resolve and de-
tect even very weak nonlinear effects in a global force
measurement. The figure shows the power spectra of
the lift – and drag fluctuations on a square cylinder at
an angle of incidence of α = 10◦. In this state, the free
separated shear layer is probably more or less regularly
attaching to the side wall of the square cylinder, pro-
ducing sub- and superharmonic peaks. It is surprising
that this localized effect can be found and resolved in
a global, i. e., integrated measurement. In addition, apart
from the fundamental Strouhal peak and the sub- and su-
perharmonics, there are significant peaks at 3/2 and 5/2
of the vortex shedding frequency [8.31]. The dynamic is
reflected in the distance between the spectral densities,
which is up to 50 dB.

Further applications concerning force measurement
on a bridge section and an airfoil at a high angle of attack
can be found in Schewe [8.29].

Typical Half-Span Model
in a Conventional Low-Speed Wind Tunnel

The wing/engine combination described in Sect. 8.2.1
was tested in the low-speed wind tunnel (3 × 3 m2) in
Göttingen. The project comprised force and pressure
distribution measurements. The influence of the thrust
of the ejector engine on the aeroelastic and aerody-
namic behavior of the wing/engine combination was
of particular interest. For this reason, in the engine
model four multicomponent force transducer were in-
stalled to measure separately the global forces on the
engine. More about the motivation for the project, a de-
tailed description of the test setup, and the results of
the pressure measurements can be found in Triebstein
et al. [8.26].

Figure 8.76 shows as an example of the steady nor-
mal force and its RMS value for angles from −4◦ up to
14◦, taken at a flow speed of 60 m/s. In this case the bal-
ance was not fixed to the wind tunnel, but rotated with
the model, thus the normal force on the wing and not
the lift was measured. The results demonstrate that the
measurement of steady forces is possible with sufficient
accuracy. The angle α = 0 was measured twice – at the
beginning and at the end of the test run. Within drawing
accuracy, both measuring points overlap.

Referring to the span of the measurement range, it
should be mentioned that, at the maximum normal force
of more than 1000 N, only about 6% of the range of
the balance is used, meaning that this balance can also
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Fig. 8.76 Normal-force coefficient and corresponding
root-mean-square (RMS) value depending on the angle of
incidence of a wing/engine combination in a low-speed
wind tunnel. CN(α) is not a straight line since the balance
is rotated with the wing. After the discontinuous drop of
the steady normal force at 13◦, the RMS jumps to nearly
double its previous value

be applied at much higher loads (i. e., in the transonic
range) without any changes being necessary.

As an example of an unsteady measurement, in the
upper part of Fig. 8.76 the RMS value of the normal
force is presented, being nearly constant below the onset
of flow separation. After the discontinuous drop of the
steady normal force at 13◦, the RMS jumps to nearly
double its previous value. One has to bear in mind that
inertia forces are included.

The RMS of the bending moment was also meas-
ured, and showed similar behavior. All RMS values
were obtained by integrating the corresponding power
spectra. Figure 8.77 shows two examples of normal
force spectra immediately before and at the onset of
the flow separation. The dotted line represents the spec-
trum taken at α = 13.2◦, while the solid line represents
the spectrum taken at 13◦. The spectra are dominated
by a rather narrow peak at the bending frequency of the
wing. The bending frequency is excited by the noise-like
random contributions that are inherent to the flow. Par-
ticularly after the onset of flow separation, the intensity
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Fig. 8.77 Power spectra of the normal force immediately
before (α = 13◦) and at the onset (α = 13.2◦) of flow sep-
aration. Concerning the balance, there are no resonance
peaks caused by the force-measuring system itself

of the fluctuating aerodynamic loads, and consequently
the bending vibration of the wing, increase drastically.
Hence, the RMS jumps to nearly double its previous
value in the normal force and bending moment. When
considering these unsteady force measurements, it is
important to remember that the signals contain several
components. In addition to the aerodynamic loadings,
contributions from elastic and inertia forces due to the
vibration are also present.

Finally, it can be stated that the changes of the flow
field at the onset of separation lead to a small frequency
shift of the bending frequency. This frequency change,
Δ f , represents a small contribution to the stiffness,
caused by aerodynamic effects.

As for the balance, the spectrum shows that there
are no significant peaks that could be produced by the
balance itself.

Aeroelastic Experiments:
Oscillating Models in a Transonic Wind Tunnel

Aeroelasticity studies the interplay between elastic
structures in an air stream and aerodynamic forces and
moments. The interaction between aerodynamic and
structural forces may lead to complicated nonlinear,
static and dynamic effects, for example the feared flutter
oscillations. Thus knowledge of the steady and unsteady
forces and moments is essential. Therefore three differ-
ent setups for aeroelastic experiments at airspeeds up to
the transonic regime have been developed. These setups
are usually applied in the 1 m × 1 m adaptive test section
of the transonic wind tunnel in Göttingen.
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Fig. 8.78 Sketches of the setup for self-excited oscillations of an
airfoil with two degrees of freedom. A piezoelectric balance is in-
stalled on each side between the bending and the torsion spring.
A laser vibrometer, the electrodynamic exciter and the controller
form the flutter control system. The exciter force is also measured
using piezoelectric force transducers
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The first setup sketched in Fig. 8.78 is designed for
investigating flutter phenomena of airfoil models. It is
symmetrically built from blade- and cross-springs for
bilateral elastic suspension. To measure the steady and
unsteady forces, a piezoelectric balance is installed on
each side between the bending and the torsion spring.
Each balance corresponds to the platform balances, con-
sisting of four multicomponent elements (type 9252) as
described for half models in Sect. 8.2.1. In the case of
flutter or forced motion the balance oscillates in the heav-
ing direction. Therefore the smaller transducers were
selected due to their lower weight and the advantage
gained by reducing the moving masses.

Figure 8.78 also shows a schematic representation of
the flutter control system used to dampen or excite os-
cillations of the model. A laser vibrometer was used to
measure heaving motion of the airfoil oscillations. The
heave-speed signals were fed into an operational am-
plifier and then into one electrodynamic exciter at each
side. The excitation acts directly on the bending springs
in the heave direction, whose connecting box forms the
basis for the piezoelectric balance. Thus the excitation
forces do not act directly on the piezoelectric balance,
but rather appear only indirectly in the balance signals
since the heave motion of the airfoil induces inertial
forces. Forced heave oscillations can be driven by replac-
ing the electrodynamic exciters by stronger hydraulic
linear actuators. The exciter force Fex itself can be meas-
ured directly with the one-component piezoelectric force
sensor (Kistler 9301A), built into the heave rod.

Figure 8.79 shows an instructive example of a flut-
ter measurement using a symmetrical National Advisory
Committee for Aeronautics (NACA) 0012 airfoil taken
at the flutter boundary. The state of the system is critical,
i. e., in the transition range between stability and insta-
bility. We will see that it is a hysteretic-encumbered
transition (subcritical bifurcation), which was recorded
at a mean angle of attack of α = 1.1◦. The curves plotted
in the Fig. 8.79 are: (a) the angle of attack α(t)−αmean,
(b) the lift force L(t), and (c) the heave-rod force Fex
of the excitation, measured with the piezoelectric trans-
ducer. First we see in the offset that the mean lift is
0.7 kN. Second the time functions demonstrate how the

Fig. 8.79 Artificial initiation of self-excited flutter oscilla-
tions in a hysterisis regime (subcritical bifurcation). The
initial amplitudes are set for different temporal lengths
via positive feedback. The limit amplitude of α = 1.2◦
acts as a repeller. Depending on whether or not the ini-
tial amplitudes lie below or above this threshold value, the
oscillations will be damped or excited
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Fig. 8.80 Pitch test setup for forced torsion oscillations. The installation of both optional torsion springs (cross springs)
gives the wing a torsional degree of freedom for investigating torsional flutter. The piezoelectric balances are between the
hydraulic actuators and cross springs

system reacts to disturbances of different strengths or
durations. Such a disturbance occurred when the control
device was switched to positive feedback for a short
time. The period of excitation of the system can be
clearly seen in the curve for Fex(t), where the ampli-
tudes shoot up at the indicated time points at t ∼= 11.3,
14.2, 16.5, and 20.0 s. It is also obvious that the time
span of the disturbances increases with increasing time.
Whereas the flutter oscillations decay after the first three
short bursts of excitation, they diverge after the fourth,
the longest of the excitations. This behavior indicates
that we must be in the hysteresis range of a subcriti-
cal bifurcation, i. e., the last disturbance was sufficient
to lift the system above an unstable limit cycle, which
then acted as a repeller to cause the increase in the am-
plitudes. At this point, we should note that the forces
needed to influence the system are about two orders of
magnitude smaller than the lift forces that occur, even
though Fz(c) still contains inertial forces.

Finally the example shows that it is possible to
perform measurement of steady and unsteady forces un-
der very difficult conditions, i. e., while the balance is
oscillating.

By use of the second test setup (Fig. 8.80), the aero-
dynamic effect of forced pitching motions of a model
may be investigated. In this case, two torsional hy-
draulic actuators work with a 180◦ phase shift and force
the pitching motion of a two-side suspended model in
the air stream. It is successfully used for example in
testing airfoil models equipped with piezoelectrically
driven flaps for dynamic stall control. The piezoelectric
actuators use the inverse piezoelectric effect and are de-

scribed by Schimke et al. [8.32]. This test setup can be
upgraded with a torsional degree of freedom to investi-
gate free pitch oscillations of the model. To measure
the steady and unsteady forces, the same piezoelec-
tric balances described above can be installed on each
side between the hydraulic actuators, the model, and the
optional cross-springs, respectively.

The ability to investigate unsteady phenomena such
as buffet oscillations in transonic flow is demonstrated
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Fig. 8.81 Power spectra of moment fluctuations for differ-
ent angles of attack for a fixed supercritical airfoil. With
increasing α a peak at the buffet frequency of ω∗ = 0.56
appears. The corresponding steady lift coefficients cl are
also included
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in Fig. 8.81, where spectra of the moment fluctuations
are presented. In this case, the cross-springs were not in-
stalled, the model with supercritical section (NLR 7301)
was at rest, and the angle of incidence α was varied using
the hydraulic actuators.

These spectra show what happens when α is in-
creased while the Mach number is held constant at Ma =
0.75. Above an angle of attack of α = 1.5◦, peaks ap-
pear in the spectra that can be traced back to self-excited
shock oscillations (buffet) and, therefore, because of the
absence of the necessary degrees of freedom for oscil-
lations, have purely fluid-dynamical origins. The nondi-
mensional buffet frequency has a value of ω∗ = 0.55,
which corresponds to a frequency of f = 72.7 Hz. Si-
multaneously, the mean lift was measured and the values
are included in the figure. For this type of measurement,
the high stiffness of the twin-sided piezo balance is a sig-
nificant prerequisite. The test setups and the experiments
are described in more detail by Schewe et al. [8.33].

The third test setup, sketched in Fig. 8.82, shows
a wing model mounted on a turntable device such that
the wing meets the sidewall with a negligible gap.
The turntable device allows the model’s angle of at-
tack around an axis perpendicular to the sidewall of the
test section to be adjusted. Furthermore, the model can
be forced by means of a hydraulic rotation actuator to
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Fig. 8.82 Test setup for oscillating half models in a tran-
sonic wind tunnel. The piezo balance is located at the root
of the wing

Fig. 8.83 Elastic wing models in the adaptive test section
of a transonic wind tunnel

perform pitch oscillations around the spar axis plotted
in Fig. 8.82. Laser triangulators are used to measure the
pitch according to the spar axis. Also here, a piezoelec-
tric platform balance is used to measure the root loads
outside of the test section. The time-averaged signal of
the balance allows the global aerodynamic loads to be
determined, while the unsteady part of the balance sig-
nal represents the sum of unsteady air loads and inertia
forces.

Figure 8.83 shows the half-span model of the
Aerostabil project [8.34] mounted in the adaptive test
section of the transonic wind tunnel in Göttingen
(TWG). There are two models with the same outer ge-
ometry, representing the outer part of a transport aircraft
wing with a supercritical airfoil section. The first model
was designed conventionally, i. e., as rigid as possible,
while the second was elastically scaled corresponding
to the prototype. The aim was to study static aeroelastic
effects, which have often been ignored in the past. Fig-
ure 8.84 shows the influence of the elasticity of the swept
wing on the dependence of the lift curve slope ∂CL/∂α

and the pitching-moment slope curve on the Mach num-
ber at a constant angle of incidence at the model root
and constant Reynolds number. Significant differences
due to elastic deformation can be seen as the lift curve
slope is reduced up to 16% at Ma = 0.83. For the highest
Mach numbers, the regions on the wing with flow sepa-
ration are probably larger in the case of the rigid model,
resulting in smaller values of the lift curve slope.

If the elasticity of a half-span model is designed in an
appropriate way, flutter tests can be performed in this test
setup, as can be seen in Fig. 8.85. We see a snapshot of
the half wing twisted and bent by the steady air loads; in
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Fig. 8.84 Comparison of the lift-curve slope ∂2c1/∂α and ∂2cm/∂c1 for the rigid and the elastic model as a function of
Mach number

addition the wing is undergoing flutter, i. e., a limit-cycle
oscillation (LCO) at a Mach number of Ma = 0.865.

Circular Cylinder in a Cryogenic Ludwieg Tube
The flow around a circular cylinder and its dependence
on the Reynolds number is one of the most impor-
tant problems and favorite test cases in fluid dynamics.
Thus, this simple geometry was selected for the first ap-
plication of the piezoelectric balance under cryogenic
conditions [8.35].

The measurements were performed in the cryogenic
Ludwieg tube in Göttingen (KRG), which is a blow-

����

������,,���	��

Fig. 8.85 Half-span model twisted and bent by air loads in
the state of a limit cycle oscillation (LCO). Such measure-
ments postulate a rigid balance

down wind tunnel for high-Reynolds-number research
in transonic flow and is described by Rosemann [8.36].
The Mach number range is 0.28 < Ma < 0.95 and high
Reynolds numbers up to more than 107 are achieved by
cooling down the fluid medium to nitrogen temperature
and by pressurizing up to 10 bar. The test section mea-
sures 0.4 × 0.35 m2 and the effective measuring time is
roughly 0.5 s.

The test setup is similar to others using two-
dimensional models such as airfoils or cylinders. Behind
each wall of the rectangular test section there is a cryo
platform balance, attached to a solid base at the test
section. Similar to the high-pressure wind tunnel, the
circular ends of the freely suspended circular cylinder
are passed through the wind tunnel walls and the ends
are clamped in the holes of the force conducting top
plate of each balance by a ring locking assembly. In this
case, both balances can also be connected in parallel,
thus electrically they act as one balance, yielding three
signals for drag, lift and moment.

Figure 8.86 shows a typical result for the drag
force as a function of time, measured on a smooth
circular cylinder (aspect ratio 11.4) at extreme values
of the operating range of the facility. The intention
was to get the highest possible Reynolds number in
nearly incompressible flow. Thus the measurement was
taken at the lowest temperature of T = −150 ◦C, the
highest pressure possible p0 = 10 bar and the low-
est attainable Mach number of Ma = 0.28, resulting
in a Reynolds number of Re = 5.8 × 106. The curve
clearly shows that, with the onset of flow, the drag in-
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Fig. 8.86 Drag as a function of time for a circular cylinder,
measured with a piezo balance in the cryogenic Ludwieg
tube at extreme conditions (Re = 5.8 × 106, Ma = 0.28, T =
−150 ◦C, p0 = 10 bar). The drag coefficient is cd = 0.53,
taken in the time window Δt between 0.8 and 0.9 s

creases rapidly up to a certain level, remains there as
long as flow continues, then decreases quickly to zero
when flow ceases. The drag coefficient is cd = 0.53,
and a narrow peak in the spectrum of the lift fluc-
tuations (Fig. 8.87) generated by the Karman vortex
street, leads to a Strouhal number of St = 0.25. In or-
der to substantiate the force measurements, pressure
measurements at the shoulder of the cylinder (ϕ = 90◦)
were performed with a pressure sensor (Kulite). The
lower spectrum in Fig. 8.87 displays the behavior of
the fluctuating pressure and thus confirms that the
corresponding peak in the force spectrum is indeed
due to the Karman vortex street at the same Strouhal
number.

The RMS value of the lift fluctuations for this case
amounts to c′

1 = 0.20, which is more than double the
value in other measurements [8.17]. The reason is that,
at the lowest Mach number and with this low flow veloc-
ity, the low vortex shedding frequency ( fV = 465 Hz)
was quite near the natural frequency of the cylinder
( fn = 435 Hz), leading to superelevation due to reso-
nance effects.

The measured drag coefficient and the Strouhal
number are in good agreement with the result in the
high-pressure wind tunnel [8.17].

The strong oscillations in the drag signal, in partic-
ular after the flow has ceased (t > 1.3 s) may have many
causes. One could be the mentioned proximity to the vor-
tex resonance range. Although the vortex-induced drag
fluctuations have double the value of fVortex, a higher-
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Fig. 8.87 Upper: power spectrum of the lift fluctuations
corresponding to above measurement. Lower: power spec-
trum of the pressure fluctuations at the shoulder of the
circular cylinder (ϕ = 90◦)

order resonance due to nonlinear interaction may be
responsible for the significant oscillations in the drag
signal. In any case the rapid decrease of the flow veloc-
ity acts as a transient or jump excitation on the cylinder.
This effect was not observed when both frequencies were
well separated.

Nevertheless, it is interesting to note that, in spite of
the pulse operating mode of the tunnel, the steady and
unsteady processes can be measured very well.

8.2.4 Conclusions

Based on the applications described before, the typical
positive properties of a piezo balance can be summarized
as follows:

• High rigidity, which leads to small static deforma-
tions and to high natural frequencies• Low interferences, typically lower than 1%
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• High resolution (< 0.01 N), which is independent of
the preload• A large dynamic range; dynamic: six orders of mag-
nitude, quasistatic: up to four orders of magnitude
possible• Applications in difficult ambient conditions such as
cryogenic conditions, very high pressures and water,
are possible.

The properties of piezoelectric measuring systems
that can be disadvantageous when the generated charges
are small are:

• Restriction to quasistatic measurements imposed by
drift of the zero point, although this is not as exten-
sive as generally believed and drift corrections are
possible

• Sensitivity to temperature changes during the mea-
surement, in particular in the direction of the
prestressing bolts

Finally, in the field of aircraft aerodynamics, where
the flow is attached and interest is focused on drag
measurements with a resolution of drag counts (ΔCd =
0.0001), the application of strain gauge balances is sug-
gested, since so far piezoelectric measuring systems
cannot guarantee accuracy for very small steady values.

In all problems where the flow is more or less sep-
arated, for example in bluff body flows or situations
around stall or when the model is oscillating, a high-end
drag measurement has less significance and the disad-
vantages of piezo balances are more than outweighed by
its inherent rigidity, which leads to well-known positive
consequences.
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